/—CONCREI'E PAD FOR PARK BENCH

CONTRACTOR TO STUB UP AND FLUSH MOUNT I:l
CONDUIT_TO CONCRETE PAD UNDER LEFT FRONT
LEG OF LED BENCH. COORDINATE EXACT
LOCATION OF CONDUIT WITH BENCH SUPPLIER.
CONTRACTOR TO PROVIDE WIRING AND
CONNECTION. LED STRING LIGHTS ARE INTEGRAL
WITH THE PARK BENCH AND WILL BE PROVIDED

BY O

THERS.
\—LED BENCH LEG (TYP)

16mm RPVC, 3f14
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PARK BENCH NOTES

1. CONTRACTOR TO PROVIDE 300x610x610mm (WxLxH) JUNCTION
BOX WTH TAMPER RESISTANT BOLTS, OPEN BOTTOM, HIGH
DENSITY POLYMER CONCRETE (HDPC) COVER. JUNCTION BOX TO
BE EQUAL TO OLDCASTLE SYNERTECH 13X24X24.

2. CONTRACTOR TO PROVIDE KEY TOOL FOR LID TO OWNER.

3. CONTRACTOR TO PROVIDE ELECTRICAL BARRIER FOR JUNCTION
BOX.



